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Material Description
FIREFLYSpan is a pre-formed linear gap sealing system comprising a composite of graphite intumescent and foam 
strips. It provides fire-resisting sealing of linear gaps in fire-resisting walls and floors while accommodating joint 
compression in approved system configurations.

FIREFLYSpan is supplied in 1-metre-long strips and is available in multiple profiles to suit different nominal joint 
widths. The product compresses within prepared joint openings, with individual lengths butt-joined end-to-end 
and friction-fitted to form a continuous seal across the joint. Once installed, the material can compress up to 
approximately 70% of its original thickness as joints close due to movement.

When installed as part of tested and assessed FIREFLY systems, joints up to 100 mm wide can be accommodated 
depending on the system configuration.

Available Profiles

FIREFLYSpan™
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Tested in accordance with AS 1530 .4 2014

Assessed in accordance with AS 4072.1 2005.

Performance suitability for use in vertical and horizontal 
linear joint applications is established through tested and 
assessed FIREFLYSpan systems.

Jensen Hughes Regulatory Information Report 253568

Up to -/240/240, dependent on tested system configuration.

For subject fire resistance levels, approved joint 
configurations, and installation requirements, refer to the 
relevant FIREFLYSpan test and assessment documentation 
and the FIREFLY PFP App.

Product    Cross Section (H x D mm)  Length (m)          Units per Carton

FIREFLYSpan 50   57 x 50           1 m      40

FIREFLYSpan 75    87 x 75           1 m      18

FIREFLYSpan 75x100   87 x 100          1 m      15

FIREFLYSpan 100    116 x 100           1 m      10
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Applications
FIREFLYSpan is a pre formed linear joint fire stopping system for use in fire resisting construction joints where 
movement accommodation is required and fire compartmentation must be maintained.

FIREFLYSpan is suitable for the following applications:

Associated FIREFLY Products
FIREFLYSpan systems may incorporate the following products where specified:

FIREFLYMastic for sealing interfaces and perimeter conditions

FIREFLYMastic BG for surface treatment where required

FIREFLYBatt for adjacent compartmentation systems

Installation Overview
FIREFLYSpan is a pre formed, compression fit linear joint seal supplied in standard lengths. 

The product is installed by friction fitting into prepared joint openings to form a continuous seal.

Installation suitability is subject to joint configuration and substrate type for both vertical and horizontal linear 
joints. 

Where required by the tested system, FIREFLYMastic or FIREFLYMastic Brush Grade may be used to assist 
installation or enhance smoke sealing performance. 

Full installation requirements are detailed in the FIREFLYSpan Installation Guide and relevant FIREFLY system 
documentation.
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Horizontal

• Horizontal control joints and linear gap seals in 
floors, including concrete, masonry, AAC and CLT 
floor systems incorporating fire-rated linings

• Perimeter slab edge and slab-to-wall movement 
joint configurations

Vertical

• Vertical control joints and linear gap seals in walls 
including concrete, masonry, AAC, CLT and 
panelised wall systems.

• Body of wall construction joints in plasterboard- 
lined timber or steel framed walls


